Titan H;

Contemporary elegance with a troweled cement soul.
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COLORS FORMATS TEXTURE



https://www.grespania.com/en/concept-collection

TITAN CEMENTO NATURAL 120X120 - BASIC NIEVE NATURAL 162X324 - TITAN CEMENTO NATURAL 162X324

TITAN CEMENTO NATURAL 120X120 - TITAN CEMENTO NATURAL 162X324



https://www.grespania.com/en/products/coverlam-titan-cemento-natural-120x120-56-mm
https://www.grespania.com/en/products/coverlam-top-basic-nieve-natural-162x324-12-mm
https://www.grespania.com/en/products/coverlam-top-titan-cemento-natural-162x324-12-mm
https://www.grespania.com/en/products/coverlam-titan-cemento-natural-120x120-56-mm
https://www.grespania.com/en/products/coverlam-top-titan-cemento-natural-162x324-12-mm
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TITAN CEMENTO NATURAL 60X60


https://www.grespania.com/en/products/grespania-titan-antracita-natural-60x120-10-mm
https://www.grespania.com/en/products/grespania-titan-cemento-natural-60x60-10-mm
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Colors

Antracita Cemento Gris
References

60X120 | 60X60

10 mm 10 mm

CEMENTO NATURAL | 44TH9R | 82TIISR

GRIS NATURAL | 44TI39R | 82TI35R

ANTRACITA NATURAL | 44TIS9R | 82TIS5R
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FINISHING - NATURAL RECTIFIED - YES THROUGH-BODY - YES COLOURED-BODY - YES SHADE VARIATION - MINIMUM WIDTH OF TILE  NO STAGGERED TILE JOINTS

MEDIUM JOINT -3 - YES
E “

RES.TO SLIDING SLOPE.UNE ~ RES.STA. DIN 51130 - R9 RES.STA. DIN51097 - A
41901 - Class!
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Colors

Antracita Cemento Gris
120X260 | 100X100 | 50X100 | 100X300 | 120X120 | 60X120
3.5mm 5.6 mm 5.6 mm 5.6 mm 5.6 mm 5.6 mm
CEMENTO NATURAL 78T-17" 78TI3E 78TI4E 80TII3E 80TII4E
GRIS NATURAL 7871-37" 78TI33E 78TI34E 78TIZIE 80TI33E 80TI34E

ANTRACITA NATURAL | 78TI-67 N 78TI63E 78TI64E 78TI6LE 80TI63E 80TIG4E
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FINISHING - NATURAL RECTIFIED - YES THROUGH-BODY - YES COLOURED-BODY - YES SHADE VARIATION - MINIMUM WIDTH OF TILE  RES.TO SLIDING SLOPE.UNE

MEDIUM JOINT - 2 41901 - Classl

RES.STA. DIN 51130 - R9 RES.STA. DIN51097 - A



